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Napsal uživatel Michal, OK1WMR
Středa, 16 Leden 2008 21:29

<div><strong>TRX:</strong> IC-756PROIII + microHam MK2R+ + BCC power splitter
(modifikace od OK1GTH a OK1UBO)</div>  <p>�</p>  <div><strong>ANT:</strong><br
/>160m: Inverted V @20m<br />80m: Inverted V @20m, (20m vertical ANT)<br />40m: Inverted
V @20m<br />20m: 4el. YU7EF, 7el. Tribander ZY-73 by <a
href="http://www.ok5im.com/anthfs.htm" target="_blank">OK5IM</a><br />15m: 7el. Tribander
ZY-73, 5 el. monoband Yagi by <a href="http://www.ok5im.com/anthfs.htm"
target="_blank">OK5IM</a><br />10m: 7el. Tribander ZY-73, 6 el. monoband Yagi by <a
href="http://www.ok5im.com/anthfs.htm" target="_blank">OK5IM</a></div>  <div>ANT by
OK5IM info <a href="http://www.ok5im.com/anthfs.htm"
target="_blank">http://www.ok5im.com/anthfs.htm</a></div>  <p>�</p>  <div><strong>RX
ANT:</strong><br />250m beverage on W<br />180m beverage on JA<br /> <br
/><strong>PA:</strong> ACOM1000</div>  <div><strong>SW: </strong>Wintest</div> 
<p><img src="../upload/ok1wmr/obrazky/icom/icom_002_sm.jpg" border="0" alt="IC-756PROIII"
title="IC-756PROIII" hspace="1" vspace="1" width="500" height="234" align="left" /></p> 
<p>�</p>  <p>�</p>  <p>�</p>  <p>�</p>  <p>�</p>  <p>�</p>  <p>�</p> 
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